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SEDIMENTATION AND DRAINAGE CONTROL PLAN

Introduction
The Sedimentation and Drainage Control Plan for the Lila Canyon Mine has been
designed according to the State of Utah R645- Coal Mining Rules, November 1,
1996. All design criteria and construction will be certified by a Utah Registered
Professional Engineer.

This plan has been divided into the following three sections:
1) Design of Drainage Control Structures for the Proposed Construction

2) Design of Sediment Control Structures

3)  Design of Drainage Control Structures for Reclamation

The general surface water control plan for this project will consist of the following:

(a)  This is a new site construction. All areas proposed for disturbance will be
sloped to drain to surface ditches and/or culverts where runoff will be
carried to the sediment pond. All minesite drainage controls and
watersheds are shown on Plate 7-5 “Proposed Sediment Control Map’.

The majority of undisturbed runoff will be diverted around the minesite and
beneath the pond by properly sized culverts. Undisturbed diversion
culvert UC-1, is located on the northwest end of the site. This diversion
will allow the majority of undisturbed runoff from the Right Fork of Lila
Canyon to bypass the mine area beneath the sediment pond. All
undisturbed diversions are designed to carry runoff from a 100 year - 6
hour precipitation event. UC-1 is oversized at 60" diameter.
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. (c) Asingle, adequately sized sediment pond will be constructed at the lower
end of the site. This pond is sized to contain and treat the runoff from all
of the disturbed area and any contributing undisturbed areas for a 10 year
- 24 hour precipitation event. The pond will be equipped with a C.M.P.
culvert principle spillway and decant, and a second CMP culvert
emergency spillway sized to safely pass runoff from a 25 year - 6 hour
precipitation event. Spillways will discharge into a 60" CMP culvert
running beneath the pond. This culvert will discharge onto an engineered
discharge structure and into the Right Fork of Lila Canyon channel below
the minesite.
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. DESIGN OF DRAINAGE CONTROL STRUCTURES

Design Parameters:

2.1  Precipitation

22 Flow

2.3 \Velocity

24  Drainage Areas

2.5 Slope Lengths

26  Runoff

2.7  Runoff Curve Numbers
2.8  Culvert Sizing

2.9 Culverts

2.10 Main Canyon Culvert - Outlet Structure
2.11 Ditches

Tables:

Table 1 Undisturbed Watershed Summary
Table 2 Disturbed Watershed Summary
Table 3 Watershed Parameters

Table 4 Runoff Summary - Undisturbed Watershed (Not Draining to Pond)
Table 5 Runoff Summary - Watersheds Draining to Sediment Pond

Table 6 Runoff Control Structure - Watershed Summary

Table 7 Runoff Control Structure - Flow Summary

Table 8 Disturbed Ditch Design Summary

Table 9 Disturbed Culvert Design Summary

Table 10 Undisturbed Culvert Design Summary

Figures:

Figure 1 Culvert Nomograph

Figure 2 Rip-Rap Chart

Figure 3 Disturbed Ditch Typical Section

Figure 4 Trash Rack - Culvert Inlet - Typical Section
Figure 4A  UC-1 Culvert Outlet
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‘ Design Parameters

21 Precipitation
The precipitation-frequency values for the area were taken from the
approved Mining and Reclamation Plan, Horse Canyon Mine, Emery

County, Utah, Volume llI, submitted by |.P.A.

Frequency - Duration Precipitation

10 year - 6 hour 1.30"
10 year - 24 hour 1.90"
25 year - 6 hour 1.50"
100 year - 6 hour 1.90"
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2.2

Flow

Peak flows, flow depths, areas and velocities were calculated using the computer
program “Office of Surface Mining Watershed Model”, Storm Version 6.21 by
Gary E. Mcintosh. All flows are based on the SCS - TR55 Method for both SCS
6-hour and NOAA Type ll, 24-hour storms.

Time of concentration of storm events was calculated for each drainage area
using the SCS upland curve method included as part of the Storm software. For
the undisturbed areas UA-1 through UA-4 the watershed type was set at forested
and the curve condition was set at bare ground. For UA-5 and UA-6a, b, &c and
all DA watersheds, the watershed type was set as disturbed and the curve
condition was set at bare ground.

Velocity

Flow velocities for each ditch structure were calculated using the Storm computer
program with Manning’s Formula:

V=149 R#*8™

n

Velocity (fps)

Hydraulic Radius (ft.)

Slope (ft. per ft.)

Manning’s n; Table 3.1, p. 159,

“Applied Hydrology and Sedimentology for Disturbed Areas’, Barfield, Warner &
Haan, 1983.

Note: The following Manning’s n were used in the calculations:

Structure Manning's n

Culverts (cmp) 0.025
Unlined Disturbed Area Ditches 0.035




Lila Canyon Mine January 2001

‘ 24 Drainage Areas

All drainage areas were planimetered directly from Plate 7-1, "Permit Area
Hydrology Map’, and Plate 7-2, “Disturbed Area Hydrology/Watershed’.

Slopes, Lengths

All slopes and lengths were measured directly from the topography on Plates 7-1
and 7-2.

Runoff Volume

Runoff was calculated using the SCS Formula for NOAA Type ll, 24-hour storms;
using the Storm Version 6.21 computer program:

Q=(P-0.28)°
P+08S

Runoff Curve Number
Runoff in inches
Precipitation in inches
1000 - 10

CN
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2.7

Runoff Curve Numbers

Two curve numbers were utilized for the undisturbed areas. Areas with milder
slopes (less than 30%) were given a runoff curve number of 75. All other
undisturbed areas (30% slope or greater) were given a runoff curve number of
83. These numbers were taken directly from the approved “Mining and
Reclamation Plan, Horse Canyon Mine, Emery County, Utah, Volume III",
submitted by |.P.A. The numbers in that plan were based on vegetation and soils
data from on-site.

Two other runoff curve numbers have been used in the calculations. A runoff CN
of 90 is used for all disturbed areas (including the areas designated as
undisturbed which lie within the disturbed area boundary (See Plate 7-2), and a
runoff CN of 95 is used for paved areas. These numbers are based on
commonly used and approved values and from Table 2.20, (p. 82, Barfield, et al,
1983).

The following is a summary of runoff curve numbers used in these calculations:

Watershed Runoff CN

Undisturbed (<30% slopes):
Undisturbed (>30% slopes):
Disturbed:

Paved:
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. 2.8 Culvert Sizing

Minimum culvert sizing is based on the following Manning’s Equation; using the
Haestad Methods, Flowmaster, Version 6.0 computer program:

_ 216 O n (o35
D= (202"
( Vs )

D = Required Diameter (feet)

Q = QP = Peak Discharge (cfs)

n = Roughness Factor (0.025 for CMP)
S Slope (ft. per ft.)

Using the above formula, minimum required culvert barrel sizes were calculated
for each applicable area. Culverts were then evaluated for inlet control
conditions to determine if additional pipe size was required above the pipe flow
minimum. The Culvert Nomograph included as Figure 1 of this report was used
for this evaluation.
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. 2.9 Culverts

Culverts have been sized according to the calculations previously described, and
are shown on Plate 7-5, “Proposed Sediment Control Map”. Culverts carrying
undisturbed drainages are designated with UC- Letters (i.e. UC-1). All
undisturbed area drainage culverts will be fitted with trash racks to minimize
plugging by rocks or other debris.

Trash racks will be provided at the inlet for all undisturbed drainage culverts.
These will consist of 3/4" steel bars welded on 6" centers across the flared inlet
structures of each culvert. Bars will be sloped from the front of the inlet structure
up to the top of the culvert. This ramp configuration will allow trash, branches
and other potential obstructions to be swept up and away from the inlet rather
than being impinged against the grates during a flow event. Rip rap will be
placed around the flared inlet structure and above it to a height of at least 6"
above the required headwall for each culvert. (See Figure 4 for details). Trash
racks will be checked on a routine schedule and following precipitation events
and all trash, branches and other obstructions will be removed.

It should be noted that all undisturbed area culverts are adequately sized to
handle the expected runoff from a 100 year - 6 hour event for maximum
protection of the mine area, sediment pond and undisturbed drainage. This is
well in excess of the 10 year - 6 hour event required by the regulations and is
proposed as an extra measure of safety.

Disturbed area culverts and ditches are shown on the “Sediment Control Map’,
Plate 7-5. Culverts carrying disturbed drainage are designated with a DC-
number (i.e. DC-1). Calculations for all disturbed area culverts and ditches are
also included with this report, along with design criteria. Disturbed drainage
areas draining to culverts and ditches are marked with a DA-number (i.e. DA-1).
Undisturbed drainage areas are marked with a UA-number (i.e. UA-1).

Culverts will be inspected regularly, and cleaned as necessary to provide for
passage of drainage flows. Inlets and outlets shall also be maintained so as to
prevent plugging or undue restriction of water flow.

All disturbed area culverts are temporary, and will be removed upon final
reclamation.
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210 Main Canyon Culvert - Outlet Structure

The outlet of the 5' diameter culvert UC-1 has been designed to flow onto a rip-
rap apron to protect against souring and to allow for energy dissipation. The rip-
rap apron is designed to fit the natural channel configuration as closely as
possible, and will allow runoff to re-enter the natural channel at a reduced
velocity which is no greater than natural flow conditions. Runoff from the 100
year - 6 hour precipitation event in the canyon below the minesite has been
calculated at 63.16 cfs, including sediment pond overflow.

The rip-rap apron design is based on Figure 7-26, Design of Outlet Protection -
Maximum Tailwater Condition, “Applied Hydrology and Sedimentology for
Disturbed Areas”, Barfield, Warner and Haan, 1983. Based on the figure, the
apron should be a minimum of 15' in length, widening from 5' to 9', with a 0%
slope. The proposed length has been increased to 20, to ensure adequate time
for velocity reduction. The apron slope is kept at 0%. Rip-rap size is
conservatively placed at 12" D,. Rip-rap will be placed to a depth of 1.5 D, and
will be placed on a 6" layer of 2" drain rock filter. Rip-rap will also be placed on
2H:1V side slopes to the height of the culvert (5') at the culvert outlet tapering to
2' at the outlet of the apron. This rip-rap apron has been sized and designed to
adequately dissipate energy from flow velocities of a 100 year - 6 hour
precipitation event and resist dislodgement. The drain rock filter bed will also
serve to secure the rip-rap boulders firmly in place, to add an additional element
of stability, and prevent scouring underneath the armored apron. (See Figure 4A
for construction details). The natural channel has a gradient of approximately
7.76%. When the flow is routed from the culvert across the apron to the natural
channel, the velocity is reduced from 12.66 fps at the culvert outlet to 4.12 fps at
the outlet of the apron. (See Culvert Outlet Rip-Rap Apron Flow Velocity
Calculations in Appendix 1.)

It should be noted that these calculations are based on a 100 vear - 6 hour event.
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Project Description
Worksheet

Flow Element
Method

Solve For

Lila Canyon
Worksheet for Circular Channel

UC-1 - Outlet Velocity - (100/8)
Circular Channel

Manning's Formula

Channel Depth

Input Data

Mannings Coefficient
Slope

Diameter

Discharge

0.025
0.055600
60

63.16

Results

Depth

Flow Area
Wetted Perimeter
Top Width
Critical Depth
Percent Full
Critical Slope
Velocity

Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Discharge Full
Slope Full

Flow Type

1.51

5.0

5.81

4.59

2.24

30.2
0.012770
12.66
2.49

4.00

214
343.50
319.32
0.002175
Supercritical

INCORPORAT
MAY 18 2007

Div. of Ol Gas & Mink

e

e




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet UC-1 - Apron Outlet - (100/6)
Flow Element Trapezoidal Channel

Method Manning’s Formula

Solve For Channel Depth

Input Data o
Mannings Coefficient 0.045
Slope 0.015000
Left Side Slope 2.00
Right Side Slope 2.00
Bottom Width 9.00
Discharge 63.16

Results

Depth 1.32
Flow Area 15.32
Wetted Perimeter 14.89
Top Width 14.27
Critical Depth 1.06
Critical Slope 0.032223
Velocity 412
Velocity Head 0.26
Spacific Energy 1.58
Eroude Number 0.70
Flow Type Subcritical
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2.1

Ditches

All ditches will carry disturbed area drainage to the pond. Ditches are shown on
the Proposed Sediment Control Map, Map 7-5, and are designated with a DD-
number (i.e. DD-1 for Disturbed Area Ditches) or UD-number (i.e. UD-1 for
Undisturbed Area Ditches).

All ditches are designed to carry the expected runoff from a 10 year - 6 hour
event with a minimum freeboard of 0.5' (See Table 8 and Figure 3).

Ditches which exhibit expected flow velocities of 5 fps or greater will be lined with
rip-rap. Typical cross-sections, flow depths and areas for all lined and unlined
ditches are shown on Figure 3 of this report.

Ditch slopes have been determined from Plates 7-2 and 7-5.

All ditches will be inspected regularly, and maintained to the minimum
dimensions to provide adequate capacity for the design flow. All ditches are
temporary and will be removed as described under the reclamation hydrology
section. (Section 4)
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TABLE 1

UA-1

75

Undisturbed Watershed Summa

Watershed

248.41

Table 1

Drains To
Uc-1

Final

Lila Canyon

UA-2

e

83

11.74

DD-2

1Ec-a‘diment Pond

UA-3

83

5.98

DD-5

Sediment Pond

UA-4

83

7.20

Sediment Pond

Sediment Pond

UA-5

90

12.27

UC-1

Lila Canyon

UA-Ba

90

1.60

DD-12

Sediment Pond

UA-6b

90

2.55

DD-11

Sediment Pond

UA-6c

75

2.61

ASCA Area

Sediment Pond
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TABLE 2

R s |

Table 2

Disturbed Watershed Summa |
| Watershed oN ﬁ Final

DA-2 90 245 | DD-2 Sed_i_ment Pond
DA-3 90 2.92 | DD-3 Sediment Pond
DA-4 90 2.63 | DD-14 Sediment Pond
DA-5 90 0.56 | DD-5 Sed_iment Pond
DA-6 95 , 5.10 | DC-8 Sediment Pond
DA-7 95 6.86 | DD-10 Sediment Pond
DA-8 90 _0.58 DD-13 Sediment Pond

Total 40.13
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‘ ; . | TABLE 3

Table 3
Watershed Parameters

Hydraulic Elevation
Watershed Length (ft.) | Change (ft.
g irtbed VVa

UA-1 5200 1480

UA2 1500 1000

| UA-3 . 680 165 253

| UA-4 1250_I— 595 4_

UA-5 1400 600

| UA-6a 470

s s

UA-6b 840

UA-6c 650

Listurbed Wate

-

| DA-2
. }%Sa
DA-3b
Faiz;
DA-5

5
DA-6

DA-7
DA-8
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TABLE 4

Table 4
Runoff Summary
Undisturbed Watersheds (Not Draining to Pond)

Watershed 10 yr. /6 hr. 25yr. /6 hr. 100yr.i6hr. | 10yr./24hr. | 10yr./ 24 hr.
Peak Flow - Peak Flow - Peak Flow - Peak Flow - Volume -
cfs cfs cfs cfs ac.ft.

UA-T 7.02 10.31 20.48 25,53 B

Totals | 12.96 17.96 3172 37.67

MAY 1 8 2007

Gas & Mining
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TABLE S

Watershed

DA-2

10yr. /8 hr,

Table 5
Runoff Summary

25yr. /6 hr.

' Peak Flow - cfs Peak Flow - cfs

1.45

Watersheds Draining to Sediment Pond
T o S

10.yr. [ 24 br.
Peak Flow - cfs

10 yr. /24 hr.
Volume - ac ft.

DA-3a

0.71

DA-3b

1.34

DA-4

1.44

DA-5

|

0.26

DA-6

3.69
ik

DA-7

5.49

DA-8

0.33

UA-2

2.30

UA-3

1.19

UA-4

o ]

1.41

UA-Ba

0.95

UA-6b

1.62

UA-Bc

Totals

18.28 23.79

1.61
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TABLE 6

Structure

Uc-1

Watershed Summary

Culvert

Table 6
Runoff Control Structure

Contributing Watersheds/Structures

UA-1, UA-5, Sediment Pond Overflow

DD-2

Ditch

DA-2, UA-2

DbB-3

Ditch

DA-3b

DD-4

Ditch

DA-3a

DD-5

Ditch

DA-5, UA-3

DD-6

Ditch

DD-2, DD-4, DD-5

DD-7

Ditch

bD-3, DD-6

DD-8

Ditch

DA-6

DD-9

Ditch

DC-8

DD-10

Ditch

DA-7, DA-8

DD-11

Ditch

DD-9; DD-10, UA-6b

DD-12

Ditch

DD-7, UA-6a

DD-13

Ditch

DA-8

DD-14

Ditch

DA-4

DC-4

Culvert

DD-2

DC-5

Culvert

DD-5, DC4

DC-6

Culvert

DD-3, DD-6

DC-7

Culvert

OD-7

DC-8

Culvert

DD-8, DD-14

DC-9

Culvert

DD-13

DD-1does not exist.
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. TABLET

Table 7
Runoff Control Structure

—_——th

Structure Type 10.yr./6 hr. 10 yr. /24 hr. 25yr. 16 hr. 100 yr. /.6 hr.
Peak Flow - cfs Peak Flow - cfs Peak Flow - cfs Peak Flow - ¢fs

uc-1 Cuivert 44.40 69.11 49.40 53.16

DD-2 Ditch 2.60 7.36 3.75 -
DD-3 Ditch 1.04 212 1.34
DD-4 Ditch 0.55 112 0.71
bD-5 Ditch 0.97 2.99 1.45
DD-6 Ditch 4.12 1147 5.91
DD-7 Ditch 516 13.59 7.25
DD-8 Ditch 3.05 517 3.69
DD-9 Ditch 4.17 749 513
DD-10 Ditch: 4.80 8.22 5.82
DD-11 Ditch 10.22 18.29 12.57
DD-12 Ditch 590 16.17 8.20
DD-13 Ditch 0.25 0.52 0.33

fmis

DD-14 Ditch 12 2:28 | 1.44

DC-4 Culvert 2.60 7.36 3.75
DC-5 Culvert 3.57 10:35 5.20
DC-6 Culvert 5.16 13.59 7.25
DC-7 Culvert 5.16 13.59 7.25

DC-8 Culvert 417 7.45 5.13

DC-9 Culvert 0.25 0.52 0.33

DD-1 does not exist. -
UC-1flow values include 25yr-6hr sediment pond peak flow 31.44 ¢fs.
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TABLE 8

Ditch
Slope (%)

DD-2
12.50

Table 8

.-Disturbed Ditch Design Summary

b5

14.60

20.70

15.30

5.00

Length (ft)

1291

788

675

326

205

Manning's No.

0.035

0.035

0.035

0.035

0.035

Side Slope (H:V)

21

2:1

2:1

2:1

24

*Bottom Width (ft.)

2.00

Peak Flow 10/6 (cfs)

o

2.60

| Peak Flow 10724 (cfs)

7.36

Flow Depth (ft.) 10/6

0.22

Flow Depth (ft.) 10/24

040

Flow Area (ft.?) 10/6

0.54

Flow Area (ft.?) 10/24

1.11

Velocity (fps) 10/6

4.80

Velocity (fps) 10/24

6.63

Rip-Rap Reg'd (Y/N)

N

Rlp'Rap DSO

Note: Slope/lengths from Plate 7-2.

DD-1 does not exsit.

o

MAY 182
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TABLE 8 (Continued)

Table 8 (Continued) -
Disturbed Ditch Design Summa

[ops [ooto [oo-11 [opz [oos [poas |
Slope (%)

g g
Length (ft.) ' 360
Manning’s No. 0.035

Side Slope (H:V) 2:1

*Bottom Width (ft.) 2.00
Peak Flow 10/6 (cfs) [ 3.05
Peak Flow 10/24 (cfs) F.W
Flow Depth (ft.) 10/6 l 0.29
Flow Depth (ft.) 10/24 0:39
Flow Area (ft.2) 10/6 0.74

Flow Area (ft.2) 10/24 1.07

Velocity (fps) 10/6 4.13

Velocity (fps) 10/24
Rip-Rap Reg'd (Y/N) N

Rlp'Rap D5Q l byt

Note: Slope/Lengths from Plate 7-2.
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TABLE 9

e

Table 9

Disturbed Culvert Design Summa
Cuver

Slope (%) 5.00 5.00 5.00 8.00 3.00 3.00
Length (ft.) 40 40 60 40 40 40

o

Manning's No. .025 0.025 0.025 0.025
e

Peak Flow 10/6 (cfs) 2.60 3.57 417 0.25

Peak Fiow.10/24 (cfs) 7.36 10.35 7.45 0.52

Min. Diam. Req'd (ft) 10/6 | 0.84 | 0.95 1.10 0.38

Min. Diam. Req'd (ft.) 10/24 | 1.24 1.41 : 1.37 0.51

Diam. Proposed (ft.) 1.50 1.50 1.50 1.50
: —

Velocity (fps) 10/6 4.69 5.08 4.36 2.16

s

Velocity (fos) 10/24 6.09 6.63 5.04 2.59
Rip-Rap Dy, N/A 6" N/A NA

Note: Slope/l.engths from Plate 7-5.
Source: (Haestad Methods, Flowmaster, Version 6.0)
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TABLE 10

Table 10
Undisturbed Culvert Design Summa

Culvert
Slope (%) 5.56
Length (ft.) 535
Manning’s l;lo. 0.025
Peak Flow 10/6 (cfs) 44.40
| Peak Flow 100/6 (cfs) 63.16
Min. Diam. Req'd (ft.) 10/6 2.39
Min. Diam. Reqg'd (ft) 100/6 2.72
Diam. Proposed (ft.) 5.00
Velocity (fps) 10/6 9.93
Velocity (fps) 100/6 10.85

*Note: Peak Flows include 25 year - 6 hour design overflow 31.44 cfs from
sediment pond.
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DIAMETER OF CULVERT (D)
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£

EXAMPLE

ENTRANCE TYPE

D'=42 inches (3.0 feet).
Q=1207cfs
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D
2.5

2.1
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o
<
<
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SQUARE EDGE WITH
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|
@
e
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e
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\
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— 1.0
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=
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0.88~2,64"

!

PLAN
GROOVE END
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Touse scale {2) or(3) projéect
horizontally ‘to” scale (1) then
use straight inclined line through
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Headwater Depth for Smoocth Interior Pipe Culverts with Inlet' Control

FIGURE 1. HEADWATER DEPTH NOMOGRAPH
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DITCHSECTION:DWG “UEIZLILA: 2/2007

NOTE:

FLOW DEPTH VARIES

DITCH

FLOW DEPTH
(ft)

FLOW AREA
(f1t°2)

BOTTOM WIDTH
(fo)

RIP-RAP D,

0.22

0.54

2

0.12

0.28

on

0.14

1

017

0:23

0.37

1.02

2

0.34

1.08

0.29

0.74

0.39

1.27

0.43

1.23

0.48

1.92

0.34

1.25

0.23

0.10

FLOW DEPTH AND AREA BASED ON RUNOF FROM A 10 YEAR-6 HUR EVENT

FIGURE 3. DISTURBED DITCH SECTIONS




UNDISTURBED CULVERT INLET
TYPICAL SECTION

INLET SECTION

\ ’1541.22 : INCORPORATED
DAH 3.
. MAY 1§ 2007

Figure 4




UC-I
CULVERT QUTLET

bt}
by
i
Sy
A
“
Er

RP-RIP = 12" Du - ENTIRE LENGTH OF APRON.,
- LENCTH = 20

Il ° DESIGN DASED ON FIGURE 7-26, DESIGN OF OUTLET PROTECTION — MAXBIUM TATWATER CONDITION,
— “"APPLED HYDROLOGY AND SEDIUENTOLOGY FOR DISTURBED AREAS”, BARFIELD, WARNER & WA, 1083,

Figure 4A
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DESIGN OF SEDIMENT CONTROL STRUCTURES

Design Specifications:
3.1 Design and Construction Specifications for Sedimentation Pond

3.2 Sediment Yield
3.3 Sediment Pond Volume

Tables:

Table 11 Sediment Pond Design
Table 12 Sediment Pond - Stage Volume Data
Table 13 Sediment Pond - Stage Discharge Data

34  Sediment Pond Summary
Figures:
Figure 5 Sediment Pond Stage-Volume Curve

Figure 6 Sediment Pond Stage-Discharge Curve
Figure 7 Removed
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3.1 Design and Construction Specifications for Sedimentation Pond

a)

All construction of sedimentation ponds will be performed under the
direction of a qualified, registered professional engineer.

The sediment pond will be located in an existing low area where the Right
Fork of Lila Canyon passes beneath the existing road. The existing road
fill and culvert will be removed, and the pond embankment (road fill) will
be reconstructed and compacted. The existing culvert will be replaced
with UC-1 which will extend approximately 300' up the Right Fork of Lila
Canyon. This culvert will be equipped with an inlet section and trash rack,
and will allow undisturbed runoff and treated access road drainage to pass
beneath the sediment pond. The majority of the pond will be in an existing
channel area, and is therefore considered incised. The embankment will
be reconstructed to a maximum of 2h:1v slopes, with the total of inside
and outside slopes not less than 5h:1v. The pond will be equipped with a
culvert riser principal spillway with an oil skimmer, a decant, and a second
culvert riser emergency spillway with an oil skimmer. Both spillways will
discharge to the oversized (60") CMP culvert running beneath the pond.

The area of pond constructed shall be examined for topsoil, and where
present in removable quantities, such soil shall be removed separately
and stored in an approved topsoil storage location.

In areas where fill is to be placed for the pond impoundment structures,
natural ground shall be removed to at least 12" below the base of the
structure.

Native materials shall be used where practical. Fill will be placed in lifts
not to exceed 6" and compacted prior to placement of next lift.
Compaction of all fill materials shall be at least 95%.

Rip-rap or other protection (culverts, concrete, etc. ) will be placed at all
inlets and outlets to prevent scouring. Rip-rap will consist of substantial,
angular (non-slaking) rock material of adequate size.

Decanting of the pond, as required, will be accomplished by use of a
decant pipe with an inverted inlet as shown on Plate 7-6. Samples will be
collected prior to decanting of the pond. If the quality of the water me

{
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the requirements of the U.P.D.E.S. Permit, decanting will proceed.
Discharge samples will be collected as per the approved U.P.D.E.S.
Discharge Permit.

Slopes of the embankments shall not be steeper than 2h:1v, inside or
outside, with a total of the inslope and outslope not less than 5h:1v, except
where areas of the pond are incised.

External slopes of the impoundment will be planted with an approved seed
mix to help prevent erosion and promote stability.

Top width of the embankment shall be not less than (H+35)/5, where H =
Height of Dam in feet.
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Sediment Yield

The Universal Soil Equation (USLE) was used to estimate sediment yield from
disturbed areas. All soil loss from this area was assumed to be delivered to, and
deposited in the sedimentation pond.

Erosion rate (A) in tons-per-acre-per-year is determined using the USLE as
follows: '

A= (R) (K) (LS) (CP)
Where the variables R, K, LS, and CP are defined as follows:

Variable “R’ is the rainfall factor which can be estimated from R = 27P*?; where P

_ is the 2-year, 6-hour precipitation value. P for the Lila Canyon area is 0.75" as
shown in Figure 5.4, page 315, Barfield, et.al. 1983. Therefore, the estimated
value of “R” for this area is 14.34.

Variable “K’ is the soil erodibility factor. For disturbed areas, the “K” value is
conservatively estimated to be 0.5. For disturbed runoff, but uncompacted and
ungraded areas, "K” is estimated at 0.320. “K” is estimated to be 0.035 for
undisturbed areas.

Variable “LS” is the length-slope factor. This figure was determined by applying
the slope length and percentage for each sub-drainage area to the chart in
Figure 5.15, p. 334, “Applied Hydrology and Sedimentology for Disturbed Areas”,
Barfield, Warner and Haan, 1983.

Variable “CP” is the control practice factor, which can be divided into a cover and
practice factor. Values were determined from Appendix 5A, Barfield, et.al., 1983.

Site CP Factor

Compacted Areas 1.20
Disturbed/Uncompacted Areas 0.20
Undisturbed Areas 0.15
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The sediment volume is based on a density of 100 pounds per cubic foot of sediment.

SEDIMENT YIELD CALCULATIONS - USLE

Drainage K Acres | Slope | Slope LS CP
Length (%)

Feet
DA-2 14.34 | 0.500 1520 12.50
DA-3(total) | 14.34 | 0.500 650 15.39
DA-4 14.34 | 0.500 330 7.58
DA-5 14.34 1 0.500 240 12.50
DA-6** 1434 | 0.001 550 9.09
DA-7** 14.34 | 0.001 700 7.14
DA-8 14.34 | 0.500 350 7.14
UA-2 14.34 | 0.035 1500 66.67
UA-3 14.34 | 0.035 650 25.39
UA-4 14.34 | 0.035 12.50 47.76
UA-5 14.34 | 0.320 600 4286

UA-B(total) | 14.34 | 0.500 L 625

Total Sediment 1 year (ac.ft.)
Total Sediment 3 years (ac. ft.)

* Disturbed Runoff / Uncompacted Area
** Paved Areas
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Sediment Pond Volume

The volumes shown in Table 11 are from the volumes calculated from the
precipitation, runoff and sediment yield for a 10 year-24 hour precipitation
event. The volumes were calculated based on the disturbed areas (and
contributing undisturbed areas) runoff values, developed using the design
parameters described in this section.
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I TABLE 11

Table 11

Sediment Pond Design
1

. Use 1.90" for 10 year - 24 hour event.

. Runoff Volume (from Table 5, 10 yr/24 hr) = 509ac. ft. @

. Sediment Storage Volume
USLE 1.289 ac.ft./yr. x 3 yrs. = 1.278 ac. ft.

. Direct Precipitation into Pond
1.076 acres x 1.90" /12 in./ft. = 0.184 ac. ft.

o |

. Total Required Pond Volume
5.090 + 1.278 + 0.184 = 6.552 ac. ft.

. * Peak Flow (25 yr. - 6 hr. event) =

3144cfs @

7. Pond Design Volume @ Principle Spillway =
(See Table 12) ' 8.537 ac. ft.

* Peak Flow values from Table 5, sum of all contributing watersheds plus possible future flow from UA-

5.

a Capacity is 1.03 ac. Ft. higher than Table 5. This is to allow for the flow from UA-5. Thereisa
possibility that UA-5 may be needed if the surface facilities were to be expanded.

(2) Peak flow is 7.65 cfs higher that Table 5. This is fo allow for flow from UA-5.  There is a possibility

that UA-5 may be needed if the surface facilities were to be expanded.
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TABLE 12

Table 12
Sediment Pond

StageNolume Data |
e e o
Elevation Area Volume Acc. Volume Remarks

(ac.) (ac. ft.) (ac. ft.)
5830 6477 0.000 0.000 Bottom of Pond

5831 6862 0.667 0.667
5832 7254 0.706 1.373
5833 7657 0.746 2.119 Sediment Cleanout Level
5834 8070 0.786 2.905 Decant

5835 8493 0.828 3.733
5836 8927 0.871 4.604
5837 9370 0.915 5.519
5838 9824 | 0960 6.479
5839 1.0287 1.006 7.485
5840 1.0759 1.052 8.537 Principal Spillway
5841 1.1230 1.100 9.637 Emergency Spillway
5842 1.1708 1.147 10.784

: s s

5843 1.2587 1.215 11.999 Top of Embankment

i
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TABLE 13

Table 13
Sediment Pond

' Stage/Discharge Data

Head (ft.) Q (cfs) Q (cfs) Q (cfs)

Weir Controlled Orfice Controlled 'Pige Flow Controlled

0.0 ] . -
02 2.53 15.22 74.10
0.4 7.15 21.53 74.89
0.6 13.14 26.36 75.67
0.8 20.23 30.44 76.43
1.0 28.27 34.04 - | 77.19
1.2 37.17 37.28 77.95
14 46.84 4027 78.69
| 1.6 57.22 43.05 79.43
1.8 68.28 4566 80.16

2.0 79.97 48.13 80.89

Note: 1-25year - 6 hour flow = 31 .44 ¢fs.
2- Flow will be weir controlled at a head of 1.07 over riser inlet.

Weir Controlled
Q = CLH'?: where: C= 3.0, L= Circumference of Riser = 9.4248', R=1.5'

Orfice Controlled ,
Q = C'a (2gH)°%; where: C= 0.6, a= Area of Riser = 7.0686 2, R=1.5', g= 32.2 ft/sec’

Pipe Flow Controlled
Q=a2gH)*® ;. where a=Areaof Pipe =7.07ft, R=1.5
(1+Ke+Kb+KcL)"® H = Head = H + 9.2 (At outlet of Riser)
: Ke=1.0
Kb=05
Kc = 0.043
L=70
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3.4 Sediment Pond Summary

a)

The sedimentation pond has been designed to contain the disturbed area
(and contributing undisturbed area) runoff from a 10 year-24 hour
precipitation event, along with 3 years of sediment storage capacity. Runoff
to the pond will be directed by various ditches and culverts as described in
the plan.

The required volume for the sediment pond is calculated at 6.552 acre feet,
including 3 years of sediment storage. The existing sediment pond size will
be a volume of approximately 8.537 acre feet (at the principal spillway),
which is more than adequate.

The pond will meet a theoretical detention time of 24 hours. It is equipped
with a decant, a culvert principal spillway and a culvert emergency spillway.
Any discharge from the pond will be in accordance with the approved
UPDES Permit.

The pond inlets will be protected from erosion, and the spillway will discharge
into the main drainage.

The pond is temporary, and will be removed upon final reclamation of the
property.

The pond will be constructed according to the regulations and under
supervision of a Registered, Professional Engineer.
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DESIGN OF DRAINAGE CONTROL STRUCTURES
FOR
RECLAMATION

Reclamation Hydrology:

4.1 General
4.2 Reclamation Area Drainage Control

Tables:

Table 14 Final Reclamation - Drainage Areas Contributing to Structures
Table 15 Final Reclamation - Drainage Structure Flow Summary

Table 16 Final Reclamation - Reclamation Structure Design Parameters
Table 17 Final Reclamation - Reclamation Structure Flow Calculations
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Reclamation Hydrology
41 General

Upon completion of operations at the Lila Canyon Minesite, the portals will be
sealed and backfilled and all structures will be removed except for the sediment
pond, bypass culvert UC-1, reclamation ditches and temporary sediment controls
such as silt fences or straw bales.

Any refuse or mine development waste previously deposited under the approved
plan will also be left in place. Concrete will be buried beneath at least 2' of non-

toxic, non-acid material. Any potentially toxic or acid-forming material buried on

site will be covered with a minimum of 4' of material.

The sediment pond, and all remaining drainage controls will be removed upon
completion of Phase |l Bond Release.

Reclamation Area Drainage Control

During the initial phase of reclamation, all drainage controls will be removed with
the exception of the sediment pond, bypass culvert UC-1, reclaimed ditches RD-1
and RD-2 and temporary sediment controls such as straw bales or silt fences
installed in the undisturbed drainages. '

As undisturbed drainage culverts are removed, a minimum of two straw bale or silt
fence barriers will be installed downstream of each location for sediment control
purposes.

Disturbed area ditches DD-10, DD-11 and DD-12 will be cleaned and enlarged as
necessary, and redesignated as reclaimed ditches RD-1 (DD-10 and DD-11) and
RD-2 (DD-12), respectively (see Plate 5-6).

When the vegetation and sediment contribution levels meet requirements for

Phase |l Bond Release, a series of at least thre straw bale or silt fence barriers will
be placed downstream of the sediment pond outlet. All upstream sediment ‘
controls will be removed. Reclaimed ditches RD-1 and RD-2 will also be removed,
regraded and reseeded. Culvert UC-1 will be cut off at the location of the principal
pond spillway.
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The portion of culvert UC-1 remaining beneath the road will be left as a permanent
drainage control. The culvert will be equipped with an inlet section and rip-rapped
headwall. The culvert is adequately sized to safely pass runoff from a 100 year - 6
hour event, as shown in Table 10. To ensure that state of the art technology is
incorporated, the final reclamation plans for the sedimentation pond area will be
submitted prior to commencement of final reclamation of this area.

The remainder of culvert UC-1 will be removed, and the natural channel restored
through the sediment pond area. The sediment pond structures will also be
removed, the pond area regraded as necessary and reseeded. The pond
embankment will remain as a permanent feature, since the existing (and proposed
future) road through the area passes over the embankment.

Following the successful establishment of vegetation and when affluent standards
are met, the sediment pond will be removed. The same methodologies relative to
recontouring, top soil application and seeding will be utilized in grading and
revegetating the pond area as outlined in Chapters 2, 5, and Appendix 5-8.

The pond embankment will be narrowed to facilitate the even character of the Lila
Canyon Road. The 60 inch bypass culvert (UC-1) will be removed to within six
feet of the road embankment. A newly formed channel will be constructed at an
approximate four percent grade to intercept the inlet of the culvert at its
intersection of the road. The road embankment and associated new channel will
be armored by the Operator with an underlayment of filter gravel, with D,,-30 inch
rip-rap. The new area of disturbance including the newly formed channel will have
top soil spread in and around the rip-rap. The Operator will use the same seeding
and mulching methods described in Appendix 5-8 will be used on this area as well.
See Figure 4 for a detailed design.

INCORPORATED
MAY 18 2007

i

Div. of Ull, Gas & Mining
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TABLE 14

Table 14
Final Reclamation
Drainage Areas Contributing to Structures

DD-11
DD-12
UA-1, RD-1, and RD-2

* Taken from Table 6.
TABLE 15

Table 15
Final Reclamation
Drainage Structure Flow Summa

Channel *10/6 Flow (cfsi ]

* Antecedent Moisture Condition Il
**100/6 Flow.
TABLE 16

Table 16
Final Reclamation
Reclamation Structure Design Parameters

Channel

RD-1

Bottom
Width (ft.

3

Side Slope
H:V

2:1

Reclaimed
Depth (ft.)

1.5

Manning's
No.

0.035

RD-2

3

21

1.5

0.035

UcC-1

60" Diam.

60" Diam.

0.025

MAY 1 8 2007

i ot O, Gas & Mining
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TABLE 17

Table 17
Final Reclamation
Reclamation Structure Flow Calculations

100 year - 6 hour event (in.) | -

10 year - 6 hour event (in.) 1.-1-3-(-)
Peak Flow (cfs) 11.91
Velocity (fpf_) 5.28
Required Area (ft.?) 2‘.-26
Flow Depth (ft. 0.55

| RAETED

MAY: 48 2000007

Div. of Cil, Gas & Miningn
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Alternate Sediment Control for Fan Site and Topsoil Storage Area

Sediment Control at the fan and topsoil storage area sites will be accomplished with a
combination of one or more of the following: berms, silt fences, and straw bales. The topsoil
collected from the fan and topsoil storage area sites will be located down dip from the sites
and will be used in the construction of the berm. The berm will be constructed a minimum
of two feet high and have 2:1 side slopes. The berm will control the flow from a 10 year-24
hour precipitation event. Silt fence will be selectively placed to help control run-off. The
berm will be stabilized with vegetation to prevent erosion. As much as practical, the
vegetation techniques used on the main topsoil pile will be utilized on the fan topsoil berm.

The outside of the berm will be protected with a silt fence or gravel. The gravel, if used,
would help augment the revegetation. Construction details of the silt fence/filter fence are
shown if Figure 8.

Due to lack of final engineering details, the exact location of the berm and subsequent
erosion techniques will be determined in field with the approval of UDOGM. The final
determination will be made prior to the start of topsoil removal.

Run-off Calculations
Fan Site
Acreage: 0.716 acres
Design Storm:10 year/24 hour: 1.90"
CN: 90
S: 1.111
Q= (P-0.258)?
P+0.8S = 1.01" of runoff

Total run-off = 0.06 acre feet

PORATED
MAY 18 200/

3, Gas & Mining




Lila Canyon Mine

January 2001

Topsoil Storage Area
Acreage:
Design Storm:10 year/24 hour:
CN:
S:
Q= (P-0.258)?
P+0.8S = 1.01" of runoff

Total run-off = 0.22 acre feet

2.61 acres
1.90"

90

1111
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State of Utah

&

DEPARTMENT OF NATURAL RESQOUECES ‘e

DIVISION OF WATER RIGHTS &!;,
%

Micheel © Leavis
e § 1504 Wost Norh Temple, Sude 220
HKathlees Clach PO Box 145300 . :
Exacutive Divpetgr § Sal Loke Cly, Ush 84 1253 September 169 1959
Ribert L Muorgan | 8015387240
Siste Eriginery § BO1-538-7467 (Faxy

Utah American Frergy
P.O. Box 986
Price, UT 84301

Re:  Regulating Reservoir Application Number 99-91-73MD/UT21742

We ?‘:3\’& approved your “Application for a Dam mot Requiring Submission of Formal Plans Under
Section 73-5A-202" . Conditions on the approval are as follows:

1. Any siorage of water in the reservoir created is subject (o all vested warter righss.
2 All design and construction activities undertaken shall be camimensurate with state-of-the-art
standasds. '

Natification of the inspector and contractor for the project shall be submitted to this office prior
to the beginning of any construction.

All inspecrors’ journais and results of material testing pcrfoimed during construcuon should
be sobmiited o this office.

This Decision is subject 10 the provisions of Rule R655-6 of the Division of Water Rights and to
Sections 63-46b-13 and 73-3-14 of the Utah Code Anpoated, 1953 as amended, which provide for
filing either a Request for Reconsideration with the State Engineer, or an appeal with the appropriate
District Court. A Regquest for Reconsideration must be filed with the State Engineer within 20 days
of the date of this Decision. However, a Request for Reconsideration is pot a pr.e:equi@tﬁ for 2 court
appeal. A court appeal must be-filed within 30 days after the date of this Request, orif a Re'qucst. for
Reconsideration has been filed, within 30 days after the date the Request for Reconsideratim:l isdenied.
A Request for Reconsideration is considered denied when no action is taken 20 days after the Request
35 filed.

If you have any questions or necd further clarification, please feel free to contact me ot Mark Page in

our Price Regional Office.

o
G B
'gichafd B. Hall PE.

Assicmant State Engineer

P ~ INCORPORATED
Enclosure MAY 1 8 2007

: Mark Page - Regional Engineer - .
- ' Div. of Oil, Gas & Mining
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APPLICATION F (()/I{ A)Z éZﬁ?’; NOT REQUIRING 0w 01w, Gas & Mining
SUBMISSION OF FORMAL PLANS
UNDER SECTION 73-5A-202 Appi_i’“;fi““ Ny F-9 /-Z3me

STATE OF UTAH Entered

Thcfo&owbzgapphﬁmiswhu%u&mmmmm73—5&~204t0radammwing!h&cxdusimumer8cc&m
73-52-202(1)(dam under 20 acre—feet nat constituting a threat to human life) or the waiver inder Section 73-52-20203) (dams
over 20 acre—feet not constituting a threat w homan life or property not beld by the owner of the dam).
B e e

APPLICANT INFORMATION
Address: .72, Sox P56 Lo ,
City: Forsce Swte: 2 S ad ZipCode; S50 /

PURPOSE OF DAM
Steck Pond , Regulating Res. . Diversion Dam,
Irrigation : Debris Basin
Sedmenation . X = Tailings Pond

Other (describe)

LOCATION OF DAM
%ty‘_éé’z:)/

Township. 5 .5,
PROPOSED DAM

Dam Height (vertical distance) L5l et
Crest Leugth (length of topof dam)_ /6 & feat
Crest Width (width of top of dam)_ 2 <2 foet
Upsteamslope, Z vertical on
Downstream slope 7/ vertical an
Waler swface area at spillway crest L0 7o acres
Reservoir capacity at spiltwaycrest. . £, £ X 7 ac-ft.
Type of dam (1. earthfill, concrete ete)) L vid £7 /A7

PROPOSED OUTLET .
Inside diameter &4 inchcé Length / 4 feat

Type of pipe (i.c. concrete, steel, etc.) Cacdi s -

Typeof gateorvalve  Ad = Opper Ve riival Aiser po L2 . v
Location of gate (upstream, downstream, ceoter, etc.)  Ale — Lbws Fo BV ST Selow

e e

PROPOSED SPILLWAY

Crest Length (width of bottons of spiliway) - foet
Depih {from bottom of spiltway 10 top of dam)_ s feet

Type (i.c. carth channcl, pipe, etc.) Aﬁl"lz~g¢;%g§5{ A K CRorner

Costrol (6. gates, flashbeards, etc) Ao ~ ggw*ﬁ—ZMn&/ -
WATER RIGHTS ' «
Bestribe (e ossrictions) | B2 - Soilaait Bk /. O




8. COMMENTS

fArs /5 A f@e____;é,%m t’/fnn/ e

o 0D o B e

o5 Ao For-, -

7 S i e m rnraﬂ ¥, - =
s % C'Q/P'p/ " & s e i o, = 7 ){[’_3’

Attach plans sketches ot di smchnfydnmfmmoug:wnmmawlmnm

(Ao her

Theundemmedacbnw!edgcmy}mvemadmmsmmonsmdodedmmm:zapplmm and are aware no constructionis
to begin until this application has been approved by the Utab State Engineer.

Pt £ J,M b
Date

xgnatxxeoprphcant

. WaterRightsinOrder By 277 Date_ G-/

Area Bngipeer’s Hazard Rating ‘ :
Reviewed by Dam Safety By, éﬁ Dasr, #zrfft

Comunents

Date of Approval zmég/,fi, Vi i il /"“/f.% = ‘f/
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Project Title = LILA CANYON UA - 1 (10/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Nulil

-- Watershed data for watershed # 1
Curve number 75.0
Area 248 .4 acresg
Hydraulic length 5200:0 Feet
Elevation change 1480.0 feet
Concentration time 0.27 hours
Concentration time type 8CS Upland Curves
Unit Hydrograph type Forested

o i

=~ Total Area = 248 .4 acres

== Storm Data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.3 inches

8CS 6 hour design storm
7.02 ¢cfs

2.09 acre ft

[

INCOR!
MAY 1 8 200/

P

Div. ol Ol Gas & Mining




Project Title = LILA CANYON UA - 1 (10/24)
WATERSHED HYDROGRAPH

Inflow into ‘structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number 75.0
Area 248.4 acres
Hydraulic length 5200.0 Feet
Elevation change 1480.0 feet
Cornicentration time 0.27 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Forested

ISR SR | (A |

IS

-~ Total Area = 248.4 acres

-=-. 3torm Data
Total precipitation 1.9 inches
Storm type SCS Type 2 storm, 24 hour storm
Peak Discharge 25.53 ¢fs
Discharge volume 6.90 acre ft

DRATED
MAY 1 8 2007

Gas & Mining




Project Title = LILA CANYON UA - 1 (100/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number , 75.0
Area 248 .4 acres
Hydraulic length 5200.0 Feet
Elevation change 1480.0 feet
Concentration time 0.27 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Forested

[ O | |

LI

~= Total Area 248 .4 ‘acres

--Storm Data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.9 inches

SCS 6 hour design storm
20.48 cfs

6.90 acre ft

| SR | T e 1}

RPORATED
MAY 1 8 2007




Project Title = LILA CANYON UA - 1 (25/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-~ Watershed data for watershed # 1
Curve number 75.0
Area 248.4 acres
Hydraulic length 5200.0 Feet
Elevation change 1480.0 feet
Concentration time 0.27 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Forested

Il

i

[T R L

== Total Area = 248 .4 acres

-~ Storm Data
Total precipitation = 1.5 inches
Storm type SCS 6 hour design storm
Peak Discharge 10.31 cfs
Digcharge volume 3.45 acre ft




Project Title = LILA CANYON UA - 2 (10/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number 83.0
Area 117 acres
Hydraulic length 1500.0 Feet
Elevation change 1000.0 feet
Conceritration time 0. 08 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Forested

Wb e

-= Total Area = 11.7 acres

== Storm Data
Total precipitation 1.3 inches
Storm type SCS 6 hour design storm
Peak Discharge 1.49 cfs
Discharge volume 0.26 acre ft

PORATED
MAY 1 8 2007




Project Title = LILA CANYON UA - 2 (10/24)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

~- Watershed data for watershed # 1
Curve number 83.0
Area 11.7 acres
Hydraulic length 1500.0 Feet
Elevation change ' 1000.0 feet
Concentration time 0.08 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Forested

<= Total Area = 11.7 acres

-- Storm Data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.9 inches

SCS Type 2 storm, 24 hour storm
5.02 cfs

0.61 acre ft

1




Project Title = LILA CANYON UA - 2 (100/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Cuxve number , = 83.0
Area : 11.7 ‘acres
Hydraulic length 1500.0 Feet
Elevation change 1000.0 feet
Concentration time 0.08 hours
Concentration time type S¢S Upland Curves
Unit Hydrograph type Forested

=~ Total Area = 11.7 acres

== Stoxm Data
Total precipitation 1.9 inches
Storm type SCS 6 hour design storm
Pegk Discharge 4.02 cfs
Discharge volume 0.61 acre ft




Project Title = LILA CANYON UA - 2 (25/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-~ Watershed data for watershed # 1
Curve number 83.0
Area 11.7 acres
Hydraulic length 1500.0 Feet
Elevation change 1000.0 feet
Concentration time 0.08 hours
Concentration time type SCS8 Upland Curves
Unit Hydrograph type Forested

RS

[ i 1 F |

==~ Total Area = 11.7 acres

== Storm Data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.5 inches

SCS 6 hour design storm
2.30 cfs

0.37 acre ft

[ |

INCORP
MAY 1 8 200/

Div. of Oll, Gas & Mining




Project Title = LILA CANYON UA-3 (10/6)
WATERSHED HYDROGRAPH
Inflow into structure # 1
. Structure type: Null

-~ Watershed data for watershed # 1
Curve number 83:0
Area 6.0 acres
Hydraulic length 650.00 Feet
Elevation change 165.0 feet.
Concentration time 0.04 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Forested

R | SY R | S Gt SO ||

-~ Total Area 6.0 acres

-- Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.3 inches

8CS 6 hour design storm
0.77 cfs
0.13 acre ft

L SO

PORATED
MAY 1 8 2007




 Project Title = LILA CANYON UA-3 (10/24)
WATERSHED HYDROGRAPH
Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 83.0
Area 6.0 acres
Hydraulic length 650.00 Feet
Elevation change 165.0 feet.
Concentration time 0.04 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Forested

(LAY 1

| e | |

< Total Area 6.0 acres

Storm data '
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.9 inches
5¢8 Type 2 storm,; 24 hour storm
2.58 cfs
0.31 acre ft

[ R | O




Project Title = LILA CANYON UA-3 (25/6)
ATERSHED HYDROGRAPH
‘J Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 83.0
Area 6.0 acres
Hydraulic length 650.00 Feet
Elevation change 165.0 feet.
Concentration time 0.04 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Forested

W e

<= Total Area 6.0 acres

-~ Storm data
Total precipitation
Storm type
Peak Discharge
Digcharge volume

1.5 inches

SCS &6 hour design storm
1.19 cfs
0.19 acre ft

[ | |

INCORPORATED
MAY 1 8 200/

i, Gas & Mining




Project Title = LILA CANYON UA-3 (100/6)
‘JATERSHED HYDROGRAPH
Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 83.0
Area 6.0 acres
Hydraulic length 650.00 Feet
Elevation change 165.0 feet:
Concentration time 0.04 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Forested

TR e e

-~ Total Area 6.0 acres

-- Storm data
Total precipitation
Storm type ,
Peak Discharge
Discharge volume

1.9 inches

SCS: 6 hour design storm
2.17 cfs
0.31 acre ft

oot i

INCORPORATED
MAY 1 8 2007

Div. of O, Gas & Mining




Project Title = LILA CANYON UA-4 (10/6)
‘ATERSHED HYDROGRAPH
Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 83.0
Area : 7.2 acres
Hydraulic length 1250.00 Feet
Elevation change 595.0 feet.
Concentration time 0.05 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Foregted

L | | | S |

-~ Total Area 7.2 acres

-~ Storm data
Total precipitation 1.3 inches
Storm type SCS 6 hour design storm
Peak Discharge 0.91 cfs
Discharge volume 0.16 acre ft




Project Title = LILA CANYON UA-4 (10/24)
ATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number 83.0
Area 7.2 acres
Hydraulic length 1250.00 Feet
Elevation change 595.0 feet.
Concentration time 0.05 hours
Concentration time type SCS8 Upland Curves
Unit hydrograph type Forested

I R A

-~ Total Area 7.2 acres

-- Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.9 inches

SC8 Type 2 storm, 24 hour storm
3.08 cfs
0.38 acre ft

oo




Project Title = LILA CANYON UA-4 (100/6)
ATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number 83.0
Area 7.2 acres
Hydraulic length 1250.00 Feet
Elevation change 595.0 feet.
Concentration time 0.05 hours
Concentration time type SCS Upland Cuzrves
Unit hydrograph type Forested

b e

-~ Total Area 7.2 acresg

-- Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.9 inches
8CS 6 hour design storm
2.58 cfs
0.38 acre ft

by




Project Title = LILA CANYON UA-4 (25/6)
.JATERSHED HYDROGRAPH
Inflow into structure # 1
Structure type: Null

=~ Watershed data for watershed # 1
Curve number 83.0
Area 7.2 acres
Hydraulic length 1250.00 Feet
Elevation change 595.0 feet.
Concentration time 0,05 hours
Concentration time type 8CS Upland Curves
Unit hydrograph type Forested

O R T

-~ Total Area 7.2 acres

- Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.5 inches

SCS 6 hour design storm
1.41 cfs
0.23 acre ft

odon




‘roject Title = LILA CANYON UA-5 (10/6)
JATERSHED HYDROGRAPH '

Inflow into structure # 1

Structure type: Null

~~ Watershed data for watershed # 1
Curve number 90.0
Area 12.3 acres
Hydraulic length 1400.00 Feet
Elevation change 600.0 feet.
Concentration time 0.06 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

oo g ono4

-= Total Area 12.3 acres

-— Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.3 inches

SCS 6 hour design storm
5.94 cfs
0.54 acre £t

oo i




’roject Title = LILA CANYON UA-5 (10/24)
ERSHED HYDROGRAPH
“ Inflow into structure # 1
Structure type: Null

-~ Watershed data for watershed # 1
Curve number 90.0
Area 12.3 acres
Hydraulic length 1400.00 Feet
Elevation change 600.0 feet.
Concentration time 0.06 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

il

Rl

-~ Total Area = 12.3 acres

-~ Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.9 inches
5CS Type 2 storm, 24 hour storm
12.14 cfs
1.03 acre ft

HonoHu

IPORATED
MAY 18 2007

0il, Gas & Mining




droject Title = LILA CANYON UA-5 (25/6)
JATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Nulil

-~ Watershed data for watershed # 1
Curve number 90.0
Area 12.3 acres
Hydraulic length 1400.00 Feet
Elevation change 600.0 feet.
Concentration time 0.06 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

L R

-— Total Area 12.3 acres

-— Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.5 inches
SCS 6 hour design storm
7.65 cfs
0.70 acre ft

Hotbono g




'roject Title = LILA CANYON UA-5 (100/6)
RSHED HYDROGRAPH
w Inflow into structure # 1
Structure type: Nulil

-~ Watershed data for watershed # 1
Curve number 80.0
Area 12.3 acres
Hydraulic length 1400.00 Feet
Elevation change 600.0 feet.
Concentration time 0.06 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

Hol wen o noan

-— Total Area 12.3 acres

.- Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.9 inches
SCS 6 hour design storm
11.24 cfs
1.03 acre ft

H o aou




Project Title = LILA CANYON UA - 6a (10/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Area 1.6 acres
Hydraulic length 470.0 Feet
Elevation change 40.0 feet
Concentration time 0.04 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

-~ Total Area = .6 acdres

-- Storm Data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.3 inches

SCS 6 hour design storm
0.74 cfsg

0.07 acre ft

ookl




Project Title = LILA CANYON UA - 6a (10/24)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1

Curve number 90.0

Area 1.6 acres
Hydraulic length 470.0 Feet
Elevation change 40.0 feet
Concentration time 0.04 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

== Total Area = .6 acres

-~ Storm Data
Total precipitation 1.9 inches
Storm type 8¢S Type 2 storm, 24 hour storm
Peak Discharge 1.51 cfs
Discharge volume 0.13 acre ft




Project Title = LILA CANYON UA - 6a (25/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

«- Watershed data for watershed # 1
Curve number 90.0
Area 1.6 acres
Hydraulic length 470.0 Feet
Elevation change 40.0 feet
Concentration time 0.04 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

-= Total Area = .6 acres

-- Storm Data
Total precipitation 1.5 inches
Storm type SCS 6 hour degsign storm
Peak Discharge 0.95 cfs
Discharge volume 0.09 acre ft




Project Title = LILA CANYON UA - 6b (10/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Area 2.6 acres
Hydraulic length 840.0 Feet
Elevation change 60.0 feet
Concentration time 0.09 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

oo i

1t

== Total Area = .6 acres

-- Storm Data
Total precipitation 1.3 idnches
Storm type SCS 6 hour design storm
Peak Discharge 1.25 cts
Discharge volume 0.11 scre ft




Project Title = LILA CANYON UA - 6b (10/24)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-~ Watershed data for watershed # 1

Curve number = 90.0

Area = 2.6 acres
Hydraulic length 840.0 Feet
Elevation change 60.0 feet
Concentration time 0.09 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

It

ot

-« Total Area =

A

.6 acres

== Storm Data
Total precipitation 1.9 inches
Storm type SCs Type 2 storm, 24 hour storm
Peak Discharge 2.58 cfs
Discharge volume 0.21 acre ft




Project Title = LILA CANYON UA - 6b (25/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-~ Watershed data for watershed # 1
Curve number 90.0
Area 2.6 acresg
Hydraulic length 840.0 Feet
Elevation change 60.0 feet
Concentration time 0.09 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

-~ Total Area = .6 acres

-~ Storm Data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.5 inches

SCS 6 hour desgign storm
1.62 cfs

0.15 acre ft

ot

Mining




Project Title = LILA CANYON UA - 6¢ (10/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-~ Watershed data for watershed # 1

Curve number 90.0

Area 2.6 acres
Hydraulic length 650.0 Feet
Elevation change 40.0 feet
Concentration time 0.07 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

|

i

-~ Total Area = .6 acres

-~ Storm Data
Total precipitation 1.3 inches
Storm type SCS 6 hour design storm
Peak Discharge 1.25 cfs
Discharge volume 0.11 acre ft




Project Title = LILA CANYON UA - 6c (10/24)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Area 2.6 acres
Hydraulic length 650:0 Feet
Elevation change 40.0 feet
Concentration time 0.:07 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

it

i

IR R I |

-- Total Ares

N9

.6 acres

== Storm Data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.9 inches

SCS Type 2 storm, 24 hour storm
2.57 cts

0.21 acre ft

[




Project Title = LILA CANYON UA - 6¢ (25/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Area 2.6 acres
Hydraulic length 650.0 Feet
Elevation change 40.0 feet
Concentration time 0.07 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

-- Total Area - .6 acres

-- Storm Data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.5 dinches

308 6 hour design storm
1.61 cfs

0.15 acre ft

et




Project Title = LILA CANYON DA-2 (10/6)
WATERSHED HYDROGRAPH
. Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Aresa 2.5 acres
Hydraulic length 1520.00 Feet
Elevation change 190.0 feet.
Concentration time 0.12 hours
Concentration time type 3C8 Upland Curves
Unit hydrograph type Disturbed

LR | O L O (B |

-- Total Area : 2.5 acres

Storm data

Total precipitation 1.3 inches

Storm type SCS 6 hour design storm
Peak Discharge 1.11 cfs

Discharge volume 0.11 acre ft




Project Title = LILA CANYON DA-2 (10/24)
ATERSHED HYDROGRAPH
d Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Area 2.5 acres
Hydraulic length 1520.00 Feet
Elevation change 190.0 feet.
Concentration time 0.12 hours
Concentration time type 8CS8 Upland Curves
Unit hydrograph type Disturbed

LU S| e I A 1|

-= Total Area 2.5 acres

-- Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.9 inches
SCS Type 2 storm, 24 ‘hour storm
2.34 cfs
0.21 acre ft

[0 1 [




Project Title = LILA CANYON DA-2 (25/6)
WATERSHED HYDROGRAPH
. Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Area 2.5 acres
Hydraulic length 1520.00 Feet
Elevation change 150.0 feet.
Concentration time 0.12 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

LSRR RN | e | O | i 1|

~= Total Area 2.5 acres

-~ Storm data
Total precipitation
Storm type
Peak Discharge
Digcharge volume

1.5 inches

SCS 6 hour design storm
1.45 cfs
0.14 acre ft

o




Project Title = LILA CANYON DA - 3a (10/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Area 1.3 acres
Hydraulic length 350.0 Feet
Elevation change 40.0 feet
Concentration time = 0.03 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

== Total Area = .3 aczxes

-- Storm Data
Total precipitation = 1:3 inches
Storm type = SCS 6 hour design storm
Peak Discharge = 0.55 cfs
Discharge volume = 0.06 acre It




Project Title = LILA CANYON DA - 3a (10/24)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number = 90.0
Area 1.3 acres
Hydraulic length 350.0 Feet
Elevation change 40.0 feet
Concentration time 0.03 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

I AR | |

-=- Total Area = .3 ‘acres

~- Storm Data
Total precipitation 1.9 inches
Storm type SCS Type 2 storm, 24 hour storm
Peak Discharge 1.12 cfs
Discharge volume 0.11 acre ft




Project Title = LILA CANYON DA - 3a (25/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Area 1.3 acres
Hydraulic length 350.0 Feet
Elevation change 40.0 feet
Concentration time 0.03 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

=~ Total Area = .3 acres

-~ Storm Data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.5 inches

S¢S 6 hour design storm
0.71 cfs

0.08 acre ft

ol de




Project Title = LILA CANYON DA - 3b (10/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number = 90.0
Area : = 2.2 acres
Hydraulic length = 675.0 Feet
Elevation change 95.0 feet
Concentration time 0.05 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

---Total Area = J2.acres

-- Storm Data
Total precipitation 1.3 inches
Storm type SCS 6 hour design storm
Peak Disgcharge 1,04 cfs
Discharge volume 0.10 acre ft




Project Title = LILA CANYON DA - 3b (10/24)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-- Watershed data for watershed # 1
Curve number = 90.0
Area = 2.2 acres
Hydraulic length 675.0 Feet
Elevation change 95.0 feet
Concentration time 0.05 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

-~ Total Area : = .2 acres

-= Storm Data '
Total precipitation 1.9 inches
Storm type SCS Type 2 storm, 24 hour storm
Peak Discharge 2.12 cfs
Discharge volume 0.19 acre ft

RATED
MAY 18 2007




Project Title = LILA CANYON DA - 3b (25/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Null

-~ Watershed data for watershed # 1
Curve number = 90.0
Ares 2.2 dacres
Hydraulic length 675.0 Feet
Elevation change 95.0 feet
Concentration time 0.05 hours
Concentration time type SCS Upland Curves
Unit Hydrograph type Disturbed

SRR R | e o | |

== Total Area =

N

J2oacres

-= Storm Data
Total precipitation 1.5 dnches
Storm type SCS 6 hour design storm
Peak Discharge 1.34 cfs
Discharge volume 0.13 acre ft

MAY 1 8 2007

i

Div.of Ol




Project Title = L, ILA CANYON DA-4 (10/6)
.ATERSHED HYDROGRAPH
Inflow into structure # 1
Structure type: Null

-- Watershed data for watérshed # 1
Curve number 90.0
Area 2.6 acres
Hydraulic length 330.00 Feet
Elevation change 25.0 feet.
Concentration time 0.03 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

(|5 | R G

-~ Total Area 2.6 acres

-~ Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.3 inches
SCS 6 hour design storm
1.12 cfs
0.12 dcre ft

| LR (G




Project Title = LILA CANVYON DA-4 (10/24)
ATERSHED HYDROGRAPH
‘I Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Area 2.6 acres
Hydraulic length 330.00 Feet
Elevation change 25.0 feet.
Concentration time 0.03 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

Wodb o e won

-~ Total Area = 2.6 acres

== Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.9 inches
SCSs Type 2 storm, 24 hour storm
2.28 cfs
0.22 acre ft

[ B R




Project Title = LILA CANYON DA-4 (25/6)
ATERSHED HYDROGRAPH
‘V Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Area 2.6 acres
Hydraulic length 330.00 Feet
Elevation change 25.0 feet.
Concentration time 0.03 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

[ | R [ A R (A

=~ Total Area : 2.6 acres

-- Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.5 dnches
SCS 6 hour design storm
1.44 cfs
0.15 acre ft

L[ R |

MAY 18 200

Mining




Project Title = LILA CANYON DA-5 (10/6)
ATERSHED HYDROGRAPH
‘V Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Area 0.6 acres
Hydraulic length 240.00 Feet
Elevation change 30.0 feet.
Concentration time 0.02 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

if

LI S I

<~ Total Area 0.6 acres

-- Storm data
Total precipitation 1.3 inches
Storm type SCS 6 hour design storm
Peak Digcharge 0.20 cfs
Discharge volume 0.02 acre ft




Project Title = LILA CANYON DA-5 (10/24)
ATERSHED HYDROGRAPH
‘7 Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Area 0.6 acres
Hydraulic length 240.00 Feet
Elevation change 30.0 feet.
Concentration time 0.02 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

A 12 | | O

~= Total Area 0.6 acres

-- Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.9 inches

SCS Type 2 storm, 24 hour storm
0.41 cfs
0.05 acre ft

LR [ Oy 1




Project Title = LILA CANYON DA-5 (25/6)
ATERSHED HYDROGRAPH
d Infliow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 90..0
Area 0.6 acres
Hydraulic length 240.00 Feet
Elevation change 30.0 feet.
Concentration time 0.02 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

{1 S |

ot

-- Total Area 0.6 acres

-- Storm data
Total precipitation
. Storm type
Peak Discharge
Digcharge volume

1.5 inches

SCS 6 hour design storm
0.26 cfs
0.03 acre ft

BRI |

MAY 18 2007

. of Oll, Gas & Mining




Project Title = LILA CANYON DA-6 (10/6)
WATERSHED HYDROGRAPH
. Inflow into structure # 1
Structure type: Null

-~ Watershed data for watershed # 1
Curve number 95.0
Area 5.1 acres
Hydraulic length 550.00 Feet
Elevation change 50.0 feet.
Concentration time 0.03 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

LR | SR LIRS | R 1IN A |

-- Total Area 5.1 acres

~= Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.3 1inches

SC8 6 hour design storm
3.05 cfs
0.35 acre ft

IS

Biv. ot Oil, Gas & Mining




Project Title = LILA CANYON DA-6 (10/24)
ATERSHED HYDROGRAPH
‘I Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 95.0
Area 5.1 acres
Hydraulic length 550.00 Feet
Elevation change 50.0 feet.
Concentration time 0.03 hours
Concentration time type SCS8 Upland Curves
Unit hydrograph type Disturbed

[ | EE N | Y | |

~ Total Area 5.1 acres

Storm data

Total precipitation
Storm type

Peak Discharge
Discharge volume

1.9 inches

SCS8 Type 2 storm, 24 hour storm
5.17 cis
0.59 acre ft

ool ol




Project Title = LILA CANYON DA-6 (25/6)
WATERSHED HYDROGRAPH
. Inflow into structure # 1
Structure type: Null

~- Watershed data for watershed # 1
Curve number 85:0
Ares 5.1 acres
Hydraulic length 550.00 Feet
Elevation change 50.0 feet.
Concentration time 0.03 hours
Concentration time type S8CS Upland Curves
Unit hydrograph type Disturbed

ER | TR | R | O | SR 1

-~ Total Area 5.1 &acres

-~ Storm data
Total precipitation 1.5 inches
Storm type SCS 6 hour design storm
Peak Discharge 3.69 cfs
Discharge volume 0.43 acre ft




Project Title = LILA CANYON DA-7 (10/6)
ATERSHED HYDROGRAPH
‘«7 Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 85.0
Area 6.9 acres
Hydraulic length 700.00 Feet
Elevation change 50.0 feet.
Concentration time 0.04 hours
Concentration time type SCS Upland Cuxves
Unit hydrograph type Disturbed

LT Y Y OO |

=~ Total Area 6.9 acres

-= Storm data
Total precipitation
Storm type
Peak Digcharge
Discharge volume

1.3 inches
8CS 6 hour design storm
4.55 ¢is
0.47 acre ft

e | A | OO 1




Project Title = LILA CANYON DA-7 (10/24)
‘WATERSHED HYDROGRAPH
Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 95.0
Area 6.9 acres
Hydraulic length 700.00 Feet
Elevation change 50.0 feet.
Concentration time 0.04 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

oo o

~- Total Area 6.9 &acres

-- Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.9 inches

SCS Type 2 storm; 24 hour storm
7.70 cfts ,
0.79 acre ft

1R 1O I |




Project Title = LILA CANYON DA-7. (25/6)
WATERSHED HYDROGRAPH
. Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 95.0
Area 6.9 acres
Hydraulic length 700.00 Feet
Elevation change 50.0 feet.
Concentration time 0.04 hours
Concentration time type 5C8 Upland Curves
Unit hydrograph type Disturbed

ot e

=- Total Area 6.9 acres

-~ Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.5 inches
SCS 6 hour design storm
5.49 c¢fs
0.58 acre ft

L0 |0 (|
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Project Title = LILA CANYON DA-8 (10/6)
WATERSHED HYDROGRAPH
. Inflow into structure # 1
Structure type: Null

-~ Watershed data for watershed # 1
Curve number 90.0
Area 0.6 acres
Hydraulic length 350.00 Feet
Elevation change 25.0 feet.
Concentration time 0.04 hours
Concentration time type = SCS Upland Curves
Unit hydrograph type Disturbed

i

IR |

-~ Total Area 0.6 acres

-- Storm data
Total precipitation
Storm type
Peak Discharge
Discharge volume

1.3 inches

SCS 6 hour design storm
0.25 cfs
0.03 acre ft

Wl




Project Title = LILA CANYON DA-8 (10/24)
WATERSHED HYDROGRAPH
' Inflow into structure # 1
Structure type: Null

-- Watershed data for watershed # 1
Curve number 90.0
Area 0.6 acres
Hydraulic length 350.00 Feet
Elevation change 25.0 feet.
Concentration time 0.04 hours
Concentration time type SCS Upland Curves
Unit hydrograph type Disturbed

Wb o i

== Total Area 0.6 acres

-= Storm data
Total precipitation ' 1.9 inches
Storm type SCS Type 2 storm, 24 hour storm
Peak Discharge 0.52 cts
Discharge volume 0.05 acre ft




Project Title = LILA CANYON DA-8 (25/6)
WATERSHED HYDROGRAPH

Inflow into structure # 1

Structure type: Nuli

-- Watershed data for watershed # 1
Curve number 90.0
Area 0.6 acres
Hydraulic length 350.00 Feet
Elevation change 25.0 feet.
Concentration time 0.04 hours
Concentration time type 8C8 Upland Curves
Unit hydrograph type Disturbed

1| | TR | |

-= Total Area 0.6 acres

-- Storm data
Total precipitation 1.5 inches
Storm type SCS 6 hour design storm
Peak Discharge 0.33 cfs
Discharge volume 0.03 acre ft




Lila Canyon Mine
Ditch Calculations




DD-2 - (10/24) ,
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD-2 - (10/24)

Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient 0.035
Slope 0:125000
Left Side Slope 2.00
Right Side Slope 2.00
Bottom Width 2.00
Discharge 7.36

Restults

Depth 0.40
Flow Area 111
Wetted Perimeter 3.78

Top Width 3.59
Critical Depth 0.61
Critical Slope 0.025498
Velocity 6.63
Velocity Head 0.68
Specific Energy 1.08
Froude Number 2.10
Flow Type Supercritical

m:baifg:ﬁ:n:n;ﬁ:bl




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD=2 = (10/6)

Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

Input Data.

Mannings Coefficient 0.035
Slope 0.125000
Left Side Slope 2:00
Right Side Slope 2.00
Bottom Width 2.00
Discharge 2:60

T
Wn<<§

o

Results

Depth 0.22
Flow Area 0.54
Wetted Perimeter 2.99
Top Width 2:89
Critical Depth 0.33
Critical Slope 0.029498
Velocity 4.80
Velocity Head 0.36

Specific Energy 0.58
Froude Number 1.96
Flow Type Supercritical

=*
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Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD-3=(10/24)

Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient 0.035
Slope 0:146000
Left Side Slope 2.00
Right Side Slope 2.00
Bottom Width 2.00
Discharge 212

Results

Depth 019
Flow Area 0.45
Wetted Perimeter 2.84

Top Width 275
Critical Depth 0.29
Critical Slope 0.030412
Velocity 473
Velocity Head 0.35
Specific Energy 0.54
Froude Number 2.07
Flow Type Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD-3- (10/6)

Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient 0.035
Slope -0:146000
Left Side Slope 2.00
Right Side Slope 2.00
Bottom Width 2.00
Discharge 1.04

=
=

E
<

Results

Depth 0.12
Flow Area 0.28

Wetted Perimeter 2.56
Top Width 250
Critical Depth 0.19

0.034034
Velogit 3.71
Velocity Head 0:21
Specific Energy 0:34

Froude Number 1.96

Flow Type Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD-4 - (10/24)

Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient 0.035
Slope 0.207000
Left Side Slope 2.00
Right Side Slope 2.00
Bottom Width 1.00
Discharge 1412

o o
n<<g

Results

Depth 0.147
Flow Area 0:23
Wetted Perimeter 1.76

Top Width 1.68
Critical Depth 0.28
Critical Slope 0.032780
Velocity 4.93
Velocity Head 0.38
Specific Energy 0.55
Froude Number 2.37
Flow Type Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD-4 - (10/6)

Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient 0.035
Slope 0.207000
Left Side Slope 2.00
Right Side Slope 2:00
Bottom Width 1.00
Discharge 0.55

b e
:t:<<§
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Results

Depth 0:11

Flow Area 0.14
Wetted Perimeter 1.51

Top Width 1.45
Critical Depth 0.19
Critical Slope 0.036203
Velocity 3.95
Velocity Head 0.24
Specific Energy 0:36
Froude Number 2.25
Flow Type Supercritical




Project Description

Worksheet
Flow Element
Method
Solve For

Input Data

Lila Canyon
Worksheet for Trapezoidal Channel

DD-5 - (10/24)

Trapezoidal Channel
Manning's Formula

Channel Depth

Mannings Coefficient

Slope

Left Side Slope
Right Side Slope
Bottom Width
Discharge

Resuits

0.035
0.153000
2.00

2.00

1.00

2.99

Depth

Flow Area
Wetled Perimeter
Top Width
Critical Depth
Critical Slope
Velocity
Velocity Head
Specific Energy
Froude Number
Flow Type

0.31
0.51
240
2.25
0.48
0.028815
5.90
0:54
0.85
2.19

Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

‘- Project Description

Worksheest DD-5 - (10/6)

Flow Element Trapezoidal Channel
Method Manning's Formiila
Solve For Channel Depth

Input Data

Mannings Coefficient 0.035
Slope 0.153000
Left Side Slope 2:00
Right Side Slope 2.00
Bottom Width 1.00
Discharge 0.97

I
m<<§

o
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Results

Depth 0.17
Elow Area 0.23
Wetted Perimeter 1.76

Top Width 168"
Critical Depth 0.26
Critical Slope 0.033427
Velocity 4.25
Velocity Head 0.28
Specific Energy 0.45
Froude Number 2.03
Flow Type Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD-6 - (10/24)

Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient
Slope

Left Side Slope
Right Side Slope
Bottom Width
Discharge

I
o e
Wn<<§

Resllts

Depth 0.64
Flow Area 2.11
Wetted Perimeter 4.87

Top Width 457
Critical Depth 0.78
Critical Slope 0.024048
Velocity 5.43
Velocity Head 0.46
Specific Energy 110
Froude Number 1.41
Flow Type Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD-6 - (10/6)

Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient 0.035
Slope 0.050000
Left Side Slope 2.00
Right Side Siope 2.00
Bottom Width 2.00
Discharge 412

T
m<<§

Results

Depth 0.37
Flow Area 1.02
Wetted Perimeter 3.66

Top Width 349
Critical Depth 0.44
Critical Slope 0.0276086
Velocity 4.05
Velocity Head 0.25
Specific Energy 0.63
Eroude Number 1.32
Flow Type Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD-7 = (10/24)

Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient 0.035
Slope 0.074000
Left Side Slope 2:00
Right Side Slope 2.00
Bottom Width 2.50
Discharge 13.59

I
O
Wm<<§

Results

Depth 0.58
Flow Area 211
Wetted Perimeter 5.08
Top Width 4.81
Critical Depth 078
Critical Slope 0.023496
Velocity 6.43
Velocity Head 0.64

Specific Energy 1.22
Froude Number 171
Flow Type Supercritical

ATED
MAY 18 2007




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD-8 - (10/24)

Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

input Data

Mannings Coefficient
Slope

Left Side Slope
Right Side Slope
Bottom Width
Discharge

I
:t!<<§

o
@

Results

Depth 0:39
Flow Area 1.07
Wetted Perimeter 3.72

Top Width 3.54
Critical:Depth 0.50
Critical Slope 0.026749
Velocity 4.85
Velocity Head 0.37
Specific Energy 0.75
Froude Number 1.56
Flow Type Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD=8 - (10/B)

Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient
Slope

Left Side Slope
Right Side Slope
Bottom Width
Discharge

sy
=+

o i
P

Restilts

Depth 0.29
Flow Area 0.74
Wetted Perimeter 3.28

Top Width 315
Critical Depth 0.37
Critical Slope 0.028817
Velocity 413
Velocity Head 0.26
Specific Energy 0.55
Froude Number 1.50
Flow Type Supercritical




Project Description

Lila Canyon
Worksheet for Trapezoidal Channel

Worksheet

Flow Element
Method
Solve For

Input Data

DD-9 - (10/24)

Trapezoidal Channel

Manning's Formula
Channel Depth

Mannings Coefficient

Slope

Left Side Slope
Right Side Slope
Bottom Width
Discharge

Restlts

0.035
0.030000
2.00

2.00

2.50

7.49

I
58 e
$n<<§

Depth

Flow Area
Wetted Perimeter
Top Width
Critical Depth
Critical Slope
Velocity
Velocity Head
Specific Energy
Froude Number
Flow Type

053

1.91

4.89

464

0.56
0.025485
3.93

0.24
0.77

1.08
Supercritical

:n::o&:%p:n:p:u:ﬁ:p
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Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD-9 - (10/86)

Elow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient
Slope

Left Side Slope
Right Side Siope
Bottom Width
Discharge

T
:t'<<§

)

Results

Depth 0.39
Flow Area 1.27
Wetted Perimeter 423

Top Width 4.05
Critical Depth 040
Critical Slope 0.027733
Velocity 3.29
Velocity Head 017
Specific Energy 0.56
Froude Number 1.04
Flow Type Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD-10-(10/24)
Flow Element Trapezoidal Channel
Method Manning's Formula

- Solve For Channel Depth

Input Data

Mannings Coefficient 0.035
Slope 0.040000
Left Side Slope 2.00
Right Side Slope 2.00
Bottom Width 2.00
Discharge 8.22

g i o
:h<<§

Results

Depth 0.57
Flow Area 1.80

Wetted Perimeter 4.56
Top Width 4.29

Critical Depth 0.65
Critical Slope 0.025125
Velocity 4.57
Velocity Head 0.32

Specific Energy. 0.90
Froude Number 1.24
Elow Type Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD-10=(10/8)

Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

input Data

Mannings Coefficient
Slope

Left Side Slope
Right Side Slope
Bottom Width
Discharge

I
m<<§

Results

Depth 0:43
Flow Area 1.23
Wetted Perimeter 3.92

Top Width 372
Critical Depth 0.48
Critical Slope 0.027025
Velocity 3.91
Velocity Head 0.24
Specific Energy 0.67
Froude Number 1:20
Flow Type Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet DD-11- (10/24)
Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

input Data

Mannings Coefficient
Slope

Left Side Slope
Right Side Slope
Bottom Width
Discharge

T
n<<§

Q
7]

Restilts

Depth 067
Flow Area 2.88
Wetted Perimeter 598

Top Width 566
Critical Depth 0.86
Critical Slope 0.022586
Velocity 6.34
Velocity Head 0.63
Specific Energy 1.29
Froude Number 1.57
Flow Type Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Workshest DD-11 = (10/6)

- Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

input Data

Mannings Coefficient
Slope

Left Side Slope

Right Side Slope
Bottom Width
Discharge

' Results

Depth 0.48
Flow Area 192
Wetted Perimeter 5.16

Top Width 4.93
Critical Depth 0.62
Critical Slope 0.024478
Velocity 533
Velocity Head 0.44
Specific Energy 0.92
Froude Number 1.51
Fiow Type Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Worksheet - DD-12- (10/24)
Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient
Slope

Left Side Slope
Right Side Slope
Bottom Width
Discharge

e
:r.-<<§

&

Results

Depth 0.60
Flow Area 2:51

Wetted Perimeter 5.68

Top Width 5.40

Critical Depth 0.80

Critical Slope 0.022966
Velocity 6.43
Velocity Head 0.64
Specific Energy 1.24

Froude Number 1.66

Flow Type Supercritical




Lila Canyon
Worksheet for Trapezoidal Channel

Project Description

Workshest DD-12:- (10/6)

Flow Element Trapezoidal Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient
Slope

Left Side Slope
Right Side Slope
Bottom Width
Discharge

I
:&‘<<§

Results

Bepth 0:34
Flow Area 1.25
Wetted Perimeter 452

Top Width 4.36
Critical Depth 0.44
Critical Slope 0.026527
Velocity 4.71
Velocity Head 0.34
Specific Energy 0.68
Froude Number 155
Flow Type Supercritical




Lila Canyon
Worksheet for Triangular Channel

Project Description

Worksheet DD-13 - (10/24)
Flow Element Triangular Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient 0.035
Slope 0.074400
Left Side Slope 2.00
Right Side Slope 2.00
Discharge 0.52

Results

Depth 0.30
Flow Area 0.18
Wetted Perimeter 1.33

Top Width 1.19
Critical Depth 0.33
Critical Slope 0.037587
Velocity 2:95
Velocity Head 0:14
Specific Energy 043
Froude Number 1.35
Flow Type Supercritical




Lila Canyon
Worksheet for Triangular Channel

Project Description

Worksheet DD-13 - (10/6)
Flow Element Triangular Channel
Method Manning's Formula
Solve For Channel Depth

Input Data

Mannings Coefficient 0.035
Slope 0.071400
Left Side Slope 2.00
Right Side Slope 2.00
Discharge 0.25

Results

Depth 0.23
Flow Area 010
Wetted Perimeter 1.01

Top Width 0.90
Critical Depth 0.25
Critical Slope 0.041442
Velocity 2.46
Velocity Head 0.09
Specific Energy 0.32
Froude Number 1.29
Elow Type Supercritical




Project Description

Lila Canyon
Worksheet for Trapezoidal Channel

Workshest
Flow Element
Method

Solve For

Input Data

DD-14 - (10/24)
Trapezoidal Channel
Manning's Formula
Channel Depth

Mannings Coefficient
Slope

Left Side Slope
Right Side Slope
Bottom Width
Discharge

0.035
0.075800
2.00

2.00

1.00
2.28

Flow Area
Wetted Perimeter
Top Width

Critical Depth
Critical Slope
Velocity

Velocity Head
Specific Energy
Froude Number
Flow Type

0.33

0.54

2.46

2.30

0.41
0.029840
4.24

0.28

061

155
Supercritical




Project Description

Lila Canyon
Worksheet for Trapezoidal Channel

Worksheet
Flow Element
Method
Solve For

Input Data

DD=14 -(10/6)
Trapezoidal Channel
Manning's Formula
Channel Depth

Mannings Coefficient
Slope

Left Side Slope
Right Side Slope
Bottorn Width
Discharge

Results

0.035
0.075800
2.00

2.00

1:00

112

Bepth

Elow Area
Wetted Perimeter
Top Width
Critical Depth
Critical Slope
Velocity
Velocity Head
Specific Energy
Froude Number
Elow Type

0.22
0.32
2.00
1.89
0.28
0.032781
347
0.19

0.41

148
Supercritical




Title of run: DITCH RD-1 (10/6)
Solving for +++..= Depth Normal

‘rapedeziod
Flow depth (ft)............ 0.55

- Pirst Side slope.... .. ..., 2.0
Second Side slope.......... 2.0
Bottom width (ft).......... 3.00
Slope of diversion......... 0.0500
Manning'"s n s 0.035
CES. . v v aioviiiianaa. 11.91
Cross section area (sqft).. 2.26
Hydrualic radius........... = 0.41

5.28
Froude number . 1.45




Title of »

Solving for................ Depth Normal
Trapedeziod

. Flow depth (ft) 0.47
First Side slope........ ... 2.0
Second Side slope 2.0
Bottom width (ft).......... 3.00
Slope of diversion......... 0.1000
Mannings n. ... oaie. 0.035
i = 12.83
Cross section area (sqgft).. 1.87
Hydrualic radius........... = 0.36
fos. oo aliiaiiiL ol 6.87
Froude number.............. 2.01




Lila Canyon Mine
Culvert Calculations




Project Description

Lila Canyon
Worksheet for Circular Channel

Worksheet

Flow Element
Method
Solve For

Input Data

DC-4 - (10/24)
Circular Channel
Manning's Formula
Full Flow Diameter

Mannings Coefficient
Slope
Discharge

Restilts

0.025
0.050000
7.36

Depth

Diameter

Flow Area

Wetted Perimeter
Top Width

Critical Depth
Percent Full
Critical Slope
Velocity

Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Discharge Full
Slope Full

Flow Type

1.24
15
1.2
0.00
0.00
1.08
100.0
0.045499
6.09
0.58
1.82
0.00
7.92
7.36

0.050000
N/A




Project Description

Lila Canyon
Worksheet for Circular Channel

Worksheet
Flow Element
Method

Solve For

Input Data

DC-4 - (10/6)
Circular Channel

Manning's Formula:

Full Flow Diameter

Mannings Coefficient
Slope
Discharge

Results

0.025
0.050000
2.60

Depth

Diameter

Flow Area
Wetted Perimeter
Top Width

Critical Depth
Percent Full
Critical Slope
Velocity

Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Discharge Full
Slope Full

Flow Type

0.84
10
086
0.00
0.00
0.71
100.0
0.047149
469
0.34
118
0.00
2:80
2.60

0.050000
N/A




Lila Canyon
Worksheet for Circular Channel

Project Description

Worksheet DC-5+=(10/24)
Flow Element Circular-Channel
Method Manning's Formula
Solve For Full-Flow Diameter

Input Data

Mannings Coefficient 0.025
Slope 0.050000
Discharge 10.35

Restilts

Depth , 1.41
Diameter 17

Flow Area 1.6
Wetted Perimeter 0.00

‘Top Width 0.00
Critical Depth 1.24
Percent Full 100.0
Critical Slope 0.045067
Velocity 6.63
Velocity Head 0.68
Specific Energy 2:09
Froude Number 0.00
Maximum Discharge 1113
Discharge Full 10.35
Slope Full 0.050000
Flow Type N/A




Project Description

Lila Canyon
Worksheet for Circular Channel

Worksheet
Flow Element
Method
Solve For

Input Data

DC-5-(10/6)
Circular Channel
Manning's Formula
Full Flow Diameter

Mannings Coefficient
Slope
Discharge

Results

0.025
0.050000
3.57

Depth

Diameter.

Elow Area
Wetted Perimeter
Top Width

Critical Depth
Percent Full
Critical Slope
Velocity

Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Discharge Full

Slope Full
Flow Type

0.95

11

0.7

0.00

0.00

0:81
100.0
0.046569
5.08

0.40

1.35

0.00

3.84

3.57
0.050000
N/A




Project Description

Lila Canyon
Worksheet for Circular Channel

Worksheet

Elow Element
Method
Solve For

Input Data

DC-6 = (10/24)
Circular Channel
Manning's Formula
Full Flow Diameter

Mannings Coefficient
Slope
Discharge

Results

0.025
0.050000
13.59

Depth

Diameter

Flow Area
Wetted Perimeter
Top Width

Critical Depth
Percent Full
Critical Slope
Velocity

Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Discharge Full
Slope Full

Flow Type

1.56

19

1.8

0.00

0.00

1.38
100.0
0.044772
740

0.78

2:34

0.00
14.62
13.59
0.050000
N/A




Lila Canyon
Worksheet for Circular Channel

Project Description

Worksheet DC-6-(10/6)

Flow Element Circular Channel
Method Manning's Formula
Solve For Eull Flow Diameter

Input Data

Mannings Coefficient 0.025
Slope 0.050000
~ Discharge 5.16

Results

Depth 1.09
Diameter 13
Flow Area 0.9
Wetted Perimeter 0.00
Top Width 0.00
Critical Depth 0.94
Percent Full 100.0
Critical Slope 0.045999
Velocity 557
Velocity Head 0.48
Specific Energy 1.57
Froude Number 0.00
Maximum Discharge 5.55
Discharge Full 5.16

Slope Full 0.050000
Flow Type N/A

TED
MAY 18 2007




Project Description

Lila Canyon
Worksheet for Circular Channel

Worksheet

Flow Element
Method
Solve For

Input Data

DC-7 - (10/24)
Circular Channel

‘Manning's Formula

Full Flow Diameter

Mannings Coefficient
Slope
Discharge

Results

0.025
0.080000
13.59

Depth

Diameter

Flow Area
Wetted Perimeter
Top Width

Critical Depth
Percent Full
Critical Slope
Velocity

Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Discharge Full

Slope Full
Flow Type

1.43

17

1.6

0.00

0.00

1.35
100.0
0.069148
8.47

114

2.54

0.00
14.62
13.59
0.080000
N/A




Lila Canyon
Worksheet for Circular Channel

Project Description

Worksheet DC-7.-(10/6)

Flow Element Circular Channel
Method Manning's Formula
Solve For Full Flow Diameter

Input Data

Mannings Coefficient 0.025
Slope 0.080000
Discharge 5.16

Results

Depth 0.99
Diameter 12
Flow Area 0.8
Wetted Perimeter 0.00
Top Width 0.00
Critical Depth 0.92
Percent Eull 100.0
Critical Slope 0.069232
Velocity 6.65
Velocity Head 0.69
Specific Energy 1.68
Froude Number 0.00
Maximum Discharge 5.55
Discharge Full 5:16

Slope Full 0.080000
Flow Type N/A

y RATED
MAY 1 8 2007
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Lila Canyon
Worksheet for Circular Channel

Project Description

Worksheet DC-8 - (10/24)
Flow Element Circular Channel
Method Manning's Formula
Solve For Eull Flow Diameter

Input Data

Mannings Coefficient 0.025
Siope 0.030000
Discharge 7.45

Results

Depth 1.37
Diameter 16

Flow Area 1.5
Wetted Perimeter 0.00

Top Width 0.00
Critical Depth 1.08
Percent Full 100.0
Critical Slope 0.032468
Velocity 5.04
Velocity Head 0.40
Specific Energy 1.77
Froude Number 0.00
Maximum Discharge 8.01
Discharge Full 7.45
Slope Full 0.030000
Flow Type N/A

MAY 18 200/
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Project Description

Lila Canyon
Worksheet for Circular Channel

Worksheet

Flow Element
Method
Solve For

Input Data

DC-8 -(10/8)
Circular Channel
Manning's Formula
Full Flow Diameter

Mannings Coefficient
Siope
Discharge

Results

0.025
0.030000
417

Depth

Diameter

Flow Area
Wetted Perimeter
Top Width

Critical Depth
Percent Full
Critical Slope
Velocity

Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Discharge Full
Slope Full

Flow Type

1:10
13
1.0

0.00
0.00
0.85
100.0
0.033676
4.36
0.30
140
0.00
449
417

0.030000
N/A




Project Description

, Lila Canyon
Worksheet for Circular Channel

Worksheet
Flow Element
Method
Solve For

Input Data

DC<9 - (10/24)
Circular Channel

Manning's Formula -

Full Flow Diameter

'I"\'Ilannings Coefficient
Siope
Discharge

Results

0.025
0.030000
0.52

Depth

Diameter

Flow Area
Wetted Perimeter
Top Width
Critical Depth
Percent Eull
Critical Slope
Velocity

Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Discharge Full
Slope Full

Flow Type

0.51

6

0.2

0.00

0.00

0.37
100.0
0.039054
2.59

0:10

0.61

0.00

0.56

0.52
0.030000
N/A




Project Description

Lila Canyon
Worksheet for Circular Channel

Worksheet
Flow Element
Method
Solve For

Input Data

DC-9 - (10/6)
Circular Channel
Manning's Formula
Eull Flow Diameter

Mannings Coefficient
Slope
Discharge

Resuilts

0.025
0.030000 fuft
0.25 cfs

Depth
Diameter

Flow Area

Wetted Perimeter
Top Width

Critical Depth
Percent Full

Critical Slope
Velocity

Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Discharge Full
Slope Full

Flow Type

038
5
01
000
0.00
027
100.0
0.041346
216
0.07
0.46
0,00
027
025
0.030000
N/A




Project Description

Lila Canyon
Worksheet for Circular Channel

Worksheet
Flow Element
Method
Solve For

Input Data

UC-1 - (100/6)
Circular Channel
Manning's Formula
Full Flow Diameter

Mannings Coefficient
Slope
Discharge

Results

0.025
0.055600
63.16

Depth

Diameter

Flow Area
Wetted Perimeter
Top Width

Critical Depth
Percent Full
Critical Slope
Velocity

Velocity Head
Specific Energy
Froude Number
Maximum Discharge
Discharge Full
Slope Full

Elow Type

2.72
33
58
0.00
0.00
252
100.0
0.048168
10.85
1.83
4.55
0.00
67.94
63.16

0.055600
N/A




Project Description

Lila Canyon
Worksheet for Circular Channel

Worksheet
Flow Element
Method
Solve For

Input Data

UC-1-(10/6)
Circular Channel
Manning's Formula
Full Flow Diameter

Manninﬁs Coefficient
Slope
Discharge

Resuits

0.025
0.055600
44.40

Depth

Diameter

Flow Area
Wetted Perimeter
Top Width

Critical Depth
Percent Full
Critical Slope
Velocity

Velocity Head
Specific Energy
Froude Number.
Maximum Discharge
Discharge Full
Slope Full

Flow Type

2.39

29

4.5

0.00
0.00
2.19
100.0
0.048281
9.93

1.63
3.92
0.00
47.76
44.40
0.055600
N/A

INCC




Lila Canyon
Worksheet for Circular Channel

Project Description

Worksheet UC-1 Reclaimed - (100/6)
Flow Element Circular Channel

Method Manning's Formula

Solve For Channel Depth

Input Data

Mannings Coefficient 0.025
Slope 0.055600
Diameter 60
Discharge 65.08

Results

Depth 1.53
Flow Area 5.1
Wetted Perimeter 5.86

Top Width 4.61
Critical Depth 2.27
Percent Full 306
Critical Slope 0.012831
Velocity 12.77
Velocity Head 2.53
Specific Energy 4.06
Froude Number 2.14
Maximum Discharge 343.50
Discharge Full 319.32
Slope Full 0.002309
Elow Type Supercritical

. INCORPOBATED




